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JINGJIANG YAHUA PRESSURE SENSITIVE GLUE CO LTD E165111

SOUTHWEST AROUND RD

JINGJIANG, JIANGSU 214500 CHINA

Flame retardant copper foil tape, Cat. No. CP-3002#.

Nonwoven cloth/polyethylene terepthalate film insulating tape, Cat. No. WF with suffixes, rated 130 C* (c) (h).

Polyimide film insulating tape, Cat. No. PF with suffixes, rated 180 C* (d) (g).

Polyethylene terephthalate film insulating tape, Cat. No. CT with suffixes, yellow color, rated 130 C*(c) (e) (g).

Polyethylene terephthalate film insulating tape, Cat. No. CT with suffixes, all colors except yellow, rated 130 C(b)
(f) (g).

Polyethylene terephthalate film insulating tape, Cat. No. PZ with additional suffixes, rated 130 C*(b).

PET film with acrylic adhesive insulating tape, Cat. No. CT-280B, yellow color only, rated 130C.

*Complies with flame retardant requirements when so marked.

# Markings shall include "Flame Retardant".

(b)Comparative Tracking Index (CTI) performance indicates material Group IIIa, PLC=2, CTI equal to or greater than
250 but less than 400 v.

(c)Comparative Tracking Index (CTI) performance indicates material Group I, PLC=0, CTI equal to or greater than
600 v.

(d)Comparative Tracking Index (CTI) performance indicates material Group IIIb, PLC=4, CTI equal to or greater than
100 v but less than 175v.

(e) - Yellow color only

(f) - All colors except yellow

(g) - The CTI test was conducted per IEC 112, 3rd Edition 1979 and the assigned level is based on the testing of
both film and adhesive sides.

(h) - The CTI test was conducted per IEC 60112, 4th Edition 2003 and the assigned level is based on the testing of
both film and adhesive sides.

Marking: Company name or file number "E165111" and catalog designation printed on the carton, wrapper or core.
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When the UL Leaf Mark is on the product, or when the word "Environment" is included in the UL Mark, please
search the UL Environment database for additional information regarding this product's certification.

The appearance of a company's name or product in this database does not in itself assure that products so
identified have been manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should
be considered to be Listed and covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following
conditions: 1. The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a
non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the
Online Certifications Directory with permission from UL" must appear adjacent to the extracted material. In addition,
the reprinted material must include a copyright notice in the following format: "© 2013 UL LLC".
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